Lan/Wifi: Add IP address in your windows driver port

For Lan Or Wifi Port printing, pls check the following Guide.

After you get the new IP address,you still need to add the new Lan/WIFI IP address in your
computer driver port for you to use.

Please find POS-58-Series or POS-80-Series printer driver, right click it and choose the
Printer Properties and add the new Lan (also named ethenet or net) IP address in the port list.
The Exact adding way show as following pictures.
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Enter the Printer Name or IP address, and a port name for the desired device,
This wizard helps you add a port for a2 network printer,

Before continuing be sure that:
1. The device is turned on. Printer Mame or IP Address: I 192168.1.23 HPrint er's IP address
2. The network is connected and configured.

Port Name: 192.168.1.23

the port name you can define.

To continue, click Next,
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You have selected a port with the following characteristics.

Additional port information required
The device could net be identfied.

The device is not found on the network. Be sure that:

1. The device is turned on.
2. The network is connected. SMMP: Mo
3. The device is properly configured.
4. The address on the previous page is correct. Protocal: RAW, Port 9100
D 3 192168123
I you think the address is not correct, click Back to return to the previous page. Then correct the S
address and perform another search on the network. If you are sure the address is correct, select the Port Name: 192.168.1.23
device type below.
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To complete this wizard, click Finish.
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